
SEWER

AA

SECTION A-A

OPTION 1

1

4

 Long-Radius Bend

OPTION 2

(2)- 

1

8

 Bends, 12" apart

1

2

"

Pavement

10"

10"

4" min.

1" min.,

typ.

COLLAR:

Collar shall be constructed per

Engineering Standard 6040

TRAFFIC VALVE WELL and COVER:

CHRISTY G-5 for pipes 6" diameter.

CHRISTY G-12 for pipes larger than

6" diameter. Cover shall be imprinted

with "SEWER".

Cleanout Body and Plug

APPROVED BY:

STANDARD CURRENT AS OF:

NOTES:

SCALE:

6710

01/21/2020

N.T.S.

SEWER CLEANOUT

& WELL

XX

EXTERIOR CLEANOUT

6815

01/01/2025

FMD

BOLT DOWN CAST IRON LID

MARKED "SEWER" CHRISTY

#G05CT. INSTALL FLUSH

WITH ASPHALT/LANDSCAPE
ASPHALT OR EARTH

CONCRETE RING AROUND

HOUSING

CLEANOUT HOUSING

TRAFFIC VALVE BOX

CHRISTY #G05T BOX

12" REINFORCED

CONCRETE EXTENSIONS

AS REQ'D CHRISTY

#G05X12

THREADED BODY AND PLUG
WITH WATER TIGHT GAS
TIGHT SEAL

  "Y" BRANCH, SIZE AS

REQUIRED. (AT END OF

RUN USE LONG SWEEP 90°

ELL)

1/8" BEND

ASPHALT & LANDSCAPED AREAS

SOIL

CLEANOUTS IN PIPING 2" OR LESS SHALL HAVE A CLEARANCE OF NOT LESS

THAN 18" X 18" IN FRONT OF THE CLEANOUT, CLEANOUTS IN PIPING LARGER

THAN 2" INCHES SHALL HAVE A CLEARANCE OF NOT LESS THAN 24" X 24".

CLEANOUTS: CPC TABLE 707.1

PIPE SIZE CLEANOUT SIZE
THREADS

(PER INCH)

1-1/2" - 2" 1-1/2" 11-1/2

2-1/2" - 3" 2-1/2" 8

4" & LARGER 3-1/2" 8

5"

5"

4" MIN


